Fe evaluation of thermal property of mould wall material for investment casting and the effect of layers on the hardness of the casting product by Phuan, Yoong Jiann
 UNIVERSITI TEKNOLOGI MALAYSIA 
BORANG  PENGESAHAN  STATUS  TESIS
 
JUDUL :  FE EVALUATION OF THERMAL PROPERTY OF MOULD WALL MATERIAL     
          FOR INVESTMENT CASTING AND THE EFFECT OF LAYERS ON THE 
HARDNESS OF THE CASTING PRODUCT  
 
 
SESI PENGAJIAN :  2004/2005 
 
Saya :         PHUAN YOONG JIANN       
 
                                                            (HURUF BESAR) 
 
  mengaku membenarkan tesis ini disimpan di Perpustakaan Universiti Teknologi Malaysia dengan      
  syarat-syarat kegunaan seperti berikut : 
 
 1.  Hakmilik tesis adalah dibawah nama penulis melainkan penulisan sebagai projek bersama dan 
dibiayai oleh UTM, hakmiliknya adalah kepunyaan UTM. 
 2.  Naskah salinan di dalam bentuk kertas atau mikro hanya boleh dibuat dengan kebenaran bertulis 
daripada penulis. 
 3.  Perpustakaan Universiti Teknologi Malaysia dibenarkan membuat salinan untuk tujuan pengajian 
mereka. 
 4.  Tesis hanya boleh diterbitkan dengan kebenaran penulis.  Bayaran royalti adalah mengikut kadar 
yang dipersetujui kelak. 
 5.*Saya membenarkan/tidak membenarkan Perpustakaan membuat salinan tesis ini sebagai bahan 
pertukaran di antara institusi pengajian tinggi. 
 6. **Sila tandakan (? ) 
 
SULIT (Mengandungi maklumat yang  berdarjah  keselamatan atau 
kepentinganMalaysia seperti yang termaktub di dalam AKTA RAHSIA 
RASMI 1972) 
 
TERHAD (Mengandungi maklumat TERHAD yang telah ditentukan oleh organisasi/ 
badan di mana penyelidikan dijalankan) 
 
? TIDAK TERHAD 
 
     Disahkan oleh 
 
      ____________________________________            _______________________________ 
             (TANDATANGAN PENULIS)           (TANDATANGAN PENYELIA 1) 
 
 Alamat Tetap : 98B, Kampung Raja,                                  
Dr. Nazri  Bin Kamsah 
                         39010 Tanah Rata,                                                            
   Cameron Highlands, Pahang                       (T A 2) 
   
 
 
 Tarikh :   8 April 2005   
 
 
 CATATAN :   *   Potong yang tidak berkenaan. 
** Jika Tesis ini SULIT atau TERHAD
berkuasa/organisasi berkenaan dengan m
dikelaskan sebagai SULIT atau TERHAD.ANDATANGAN PENYELI
Dr. Mohd. Hasbullah IdrisTarikh :        
, sila lampirk
enyatakan sek
 PSZ 19:16 (Pind. 1/97)   8 April 2005 
an surat daripada pihak 
ali tempoh tesis ini perlu 
FAKULTI KEJURUTERAAN MEKANIKAL 
UNIVERSITI TEKNOLOGI MALAYSIA  
PENGESAHAN PENYEDIAAN SALINAN E-THESIS 
 
Judul:        FE EVALUATION OF THERMAL PROPERTY OF MOULD WALL MATERIAL  
                    FOR INVESTMENT CASTING AND THE EFFECT OF LAYERS ON THE 
HARDNESS OF THE CASTING PRODUCT  
 
Ijazah                : Sarjana Muda Kejuruteraan Mekanikal (Mekanikal-Pembuatan)  
 
Fakulti               : Fakulti Kejuruteraan Mekanikal  
 
Sesi Pengajian   : 2004/2005  
 
 
Saya                          PHUAN YOONG JIANN  
 
                                       (HURUF BESAR)  
 
No. Kad Pengenalan 810110-08-6023 mengaku telah menyediakan salinan e-thesis sama 
seperti tesis asal yang telah diluluskan oleh panel pemeriksa dan mengikut panduan 
penyediaan Tesis dan Disertasi Elektronik (TDE), Sekolah Pengajian Siswazah, Universiti 
Teknologi Malaysia, November 2002. 
 
                                                                         
                                                                                      (Tandatangan Penyelia 1 Sebagai Saksi) 
 
  (Tandatangan Pelajar)  
                                                                                      (Tandatangan Penyelia 2 Sebagai Saksi) 
 
Alamat Tetap:                                                         Nama Penyelia 1: Dr. Nazri Bin Kamsah 
98B,Kampung Raja,                                               Nama Penyelia 2: Dr. Mohd. Hasbullah Idris 
39010 Tanah Rata, 
Cameron Highlands, Pahang.    
                                   
Tarikh: 8 APRIL 2005                                                         Tarikh: 8 APRIL 2005  
 
 
Nota : Borang ini yang telah dilengkapi hendaklah dikemukakan kepada FKM bersama  
penyerahan CD  
 
 
  
 
 
 
 
“I hereby declare that have read through the contents of this project and to my 
point of view, it is fulfilling the quality and qualified for the purpose of Bachelor of 
Mechanical Engineering”. 
 
 
 
 
 Signature :        ………………………………… 
 Supervisor : Dr. NAZRI BIN KAMSAH 
 Date  : ………………………………. 
 
 
 
 Signature :        ………………………………… 
 Supervisor : Dr. MOHD. HASBULLAH  
    HJ IDRIS 
 Date  : ………………………………. 
 
 
 
 
FE EVALUATION OF THERMAL PROPERTY OF MOULD WALL 
MATERIAL FOR INVESTMENT CASTING AND THE EFFECT OF 
LAYERS ON THE HARDNESS OF THE CASTING PRODUCT  
  
 
 
 
PHUAN YOONG JIANN 
 
 
 
 
A Degree’s Thesis submitted as partial fulfillment of the requirement for the award of 
Degree of Bachelor in Mechanical Engineering 
 
 
 
 
Faculty of Mechanical Engineering 
University of Technology Malaysia 
 
 
 
 
MARCH 2005 
 i
 
 
 
 
 
 
 
 
“I hereby declare that this thesis is my own work and effort except for the works and the 
materials that are sited clearly stated the sources”. 
 
 
 
 
Signature : ………………………….. 
Name  : PHUAN YOONG JIANN 
Date  : ………………………….. 
 ii
 
 
 
 
 
 
 
 
 
 
 
For my beloved parents, sisters, brother and friends…… 
 
 iii
ACKNOWLEDGEMENTS 
 
 
 
 
 I would like to take this opportunity to express my highest gratitude to my 
supervisors Dr. Nazri Kamsah and Dr. Mohd. Hasbullah Hj Idris for the continuing 
support, advises, encouragement, patience and constructive opinions throughout this 
project. 
 
 I would also like to thank Mr. Nazri Bin Abdul Rahman for his generosity in 
providing countless technical assistance, help and encouragement especially in the 
casting process and convenience given to access the laboratory.  
 
 I would like to say thanks to all the staffs in Production Laboratory, Mechanics of 
Material Laboratory and Metallurgy Laboratory especially Mr. Adnan and Mr Ayub due 
to their helping hand to fulfill the requirement of this thesis. 
 
 Special thanks to Mr. Ching Ming Ho, Mr. Zaiful and Mr Lee Joo Hong for their 
sincere assistance, advises and provision of the laboratory’s equipments. 
 
 Last but not least, I would like to thank my parents, sisters, brother and friends, for 
their understandings, encouragement and constantly morale support on this project. 
  
 
 
 
 
 iv
ABSTRACT 
 
 
 
 
 This thesis is aimed to investigate and establish a correlation between the mold 
wall thickness and the mechanical properties of the non-ferrous alloy in investment 
casting. Mold material of the fine stucco system is investigated. For the investigation 
proposes, four molds with different thicknesses are established: 5, 7, 9, and 11 layers. 
Pouring temperature is set to 660°C. After pouring, the temperatures of the outer and 
inner wall of the mold materials is recorded until the temperature reach the steady state 
condition. Finite element analysis based on a plane strain assumption is employed to 
evaluate the thermal conductivity k, of the mold material with different thicknesses, 
based on the experimental steady state temperature of the inner and outer surface of the 
mold material. The mechanical properties of the casting materials are investigated by 
observing the microstructure and performed Vickers Hardness Test on the casting 
specimens. In the findings, the thermal conductivity k, of the mold materials is almost 
the same. The percentage of the silicon flakes for the cast product is decreased with the 
increasing of mold wall thickness. The Vickers Hardness also decreased with the 
increasing of mold wall thickness.  
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ABSTRAK 
 
 
 
 
Thesis ini bertujuan untuk mengkaji dan membina hubungan antara ketebalan 
acuan dan  sifat mekanikal bagi aloi bukan ferrous dalam tuangan invesmen. Bahan 
acuan bagi system perlaburan halus yang dikaji. Untuk tujuan kajian, empat acuan 
dengan ketebalan yang berbeza dibina iaitu dengan 5, 7, 9, 11 lapisan. Suhu tuangan 
untuk kajian ini adalah 660°C. Selepas tuangan, suhu untuk dinding luaran dan dalaman 
acuan dicatat sehingga suhu mencapai peringkat kestabilan. Thermal konduktiviti k bagi 
bahan acuan akan ditentukan dengan menggunakan analisis kaedah unsur terhingga. Ini 
dapat dilakukan dengan menggunakan suhu peringkat kestabilan sebagai unsur boundari. 
Sifat mekanikal untuk hasil tuangan dapat dikaji dengan melihat mikrostruktur and 
Vickers Hardness untuk specimen tuangan. Dalam kajian ini, thermal konductiviti k, 
untuk bahan acuan adalah lebih kurang sama. Peratusan untuk silicon dalam hasil 
tuangan berkurangan dengan bertambahnya ketebalan acuan. Vickers Hardness juga 
berkurangan dengan bertambahnya ketebalan acuan. 
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CHAPTER I 
 
 
 
 
INTRODUCTION 
 
 
 
 
            The investment casting or lost wax process has been utilized through history for 
some 5000 years, principally for the production of ornamental objects, statues and 
jewelry. It is considered the most ancient of metal casting arts. Technological advances 
have also made it the most modern and versatile of all metal casting processes. 
Investment casting is originally used to cast sculptures and other “works of art”, it is 
now used to cast some of the most complex castings for some of the most critical 
application.  
 
 
History of the "lost wax" process dates back several thousands of years, even 
beyond Egypt's pyramids. Around 500 B.C. started the era of religious upheavals, and 
metals began to be used for statues of gods and goddesses. It was at this time that lost 
wax process made its impact. This casting process also traces its roots to the Sang 
Dynasty in China from 1766 B.C to 1122 B.C.  
 
 
The Aztec gold-smiths of pre-Columbian Mexico used the lost wax process to 
create much of their elaborate jewelry, and some very nice examples of these works are 
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from the tribe of Quimbaya, who lived in a little area between the Cauca River and the 
Micos and Gauiaya rivers. The few castings which survived the plunder of treasur 
hunters show complete mastery of a difficult and involved technique that must have 
taken years of trial and error to develop. 
 
 
 
 
1.1 The Renaissance of The Investment Casting 
 
 
 In Europe, this technology can be seen during the sixteenth century, when 
Benvenuto Cellini describes in his autobiography the method he used to create the 
Perseo, a great masterwork of Italian renaissance sculpture. To cast this 3 tons statue, 
Cellini indeed uses the lost wax process. Only at the beginning of 1900 people start 
using this technology for industrial application. 
 
 
Dr. Taggart of Chicago was wrote a detailed study on the investment casting 
process in 1907. Dr. Taggart not only developed and described a technique, he also 
formulated a wax pattern compound of excellent properties, developed an investment 
material and invented an air pressure casting machine. [3]   
 
 
    The technology had a great evolution in the United States during World War II, 
due to the need of precision components with complex geometry such as turbine blades 
for aircraft engines. At this stage, investment casting became necessary to fill an urgent 
demand for finished components for the machining tool industry. During World War II, 
traditional tooling processes were unable to meet the increased demand caused by the 
war so alternative routes were required. Investment casting became one of those 
alternatives. Investment casting was the solution for many complexes, undercut parts 
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with smooth surfaces, accurate dimensions and fine detail. Since that time, and 
particularly in the last decade, the industry has continued to expand due to the 
advantages it offers not only as a casting process, but to manufacturing on varies 
products. 
 
 
 During the fifties the lost wax process started to spread over Europe, especially 
in those fields where complex shaped components and tight tolerances are required. The 
very first industrial applications of the investment casting process in Italy took place in 
Gardone Val Trompia, for the production of firearms components.  
 
 
By 1953, the investment casting industry saw the need for standardization and a 
need for publishing realistic information regarding the benefits and what customers can 
expect when specifying investment castings. The industry knew it was imperative for 
companies producing investment castings to turn out a high quality product which would 
meet and exceed claims for the new process.  
 
 
 
 
1.2 Recent Researches In Investment Casting 
 
 
In view of the renewed interest in platinum jewelry it has now become desirable 
to increase the efficiency of the investment casting process. The effect of the very much 
higher temperatures involved introduces many difficulties into the casting of platinum. 
The investments used for casting lower melting point materials are generally based on 
crystobalite / gypsum mixes; for platinum a more refractory material is required and 
composition based on silica with additions of phosphate based bonding agents are at 
present used. A more refractory investment material that may be capable of withstanding 
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higher preheat temperatures, and be more durable at the metal / investment interface, is 
currently under development in the United States of America. If successful this material 
will alleviate to some extent a number of the problems faced by the platinum faced by 
the platinum investment caster. [21] 
 
 
Another research was carried out by E. K. H. Ho and B. W. Darvell. The purpose 
of that study was to develop a method for determining casting discrepancy free of 
interference form oxide, slag and surface defects, working under realistic conditions. In 
addition, a variable was sought that could be used for calibrating the casting process to 
allow for local errors. During the study, a crown pattern was designed to incorporate 
circular V-grooves on the margin and the inside surface of the occlusal part for 
determination of the ‘groove foot diameter’ (GRD) with a measuring microscope. 
Castings using a phosphate-bonded investment were made to test the effects of 
‘hygroscopic’ expansion, burn-out temperature, powder/liquid ratio and groove location. 
[22] 
 
 
The tested investment variables showed the expected effects, but the distortion 
between marginal and pulpal region was clearly shown, as were interactions between 
some variables. ‘Special liquid’ proportion appears to be a good candidate variable for 
process calibration. The GRD method was shown to be sensitive and reproducible. [22] 
 
  
Mohd Hasbullah Idris, Ali Ourdjini and Esah Hamsah were worked together to 
investigate the mould cracking during investment casting of magnesium alloy. The 
investigation focuses on the control of slurry viscosity, shell drying time and dewaxing 
temperature. According to the paper, several combination of the viscosity of the slurry, 
stucco system and the dewaxing temperature were developed and are very useful to the 
current investment casting industrial sector. [23]   
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1.3 Problem Statement 
 
 
In investment casting, the parameters and factors which are influence the  
mechanical properties of the products are Pouring temperature,  and Heat flux, 
 
pouringT
outQ
.
 
The heat transfer equation is: 
outQ
.
= -k dT/dx 
 Where     = Heat flux outQ
.
       k    = Thermal conductivity 
   dT/dx = Temperature gradient 
 
The minus sign is a consequence of the fact that heat is transferred in the direction of 
decreasing temperature. 
 
 
  is depends on the thermal conductivity of the stucco system used during the 
mould are established. There are two types of stucco system usually used in producing 
the moulds, fine stucco and coarse stucco. Besides,  is also influence by the mould 
wall thickness dx and the temperature gradient dT. Thus, it is useful to investigate the 
effect of the mould wall thickness on the hardness of the cast products.   
outQ
.
outQ
.
 
 
The hardness of the casting products is influenced by the heat transfer rate, . 
The higher the , the faster the casting product solidifies. Thus harder and brittle 
microstructure will be formed.  
outQ
.
outQ
.
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dx
Inner w
temper
 
Molten metal 
 
Casting 
product 
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1.4 Objectives 
 
 
1) To estimate
material usi
given pouri
 
 
2) To investiga
material on 
 
  Q 
all 
ature 
Outer wall 
temperature 
gure 1.1 Cross section of the mould material 
 thermal conductivity (k value) of the investment casting mould 
ng Finite Element technique, for four fine stucco system for a 
ng temperature of 660°C. 
te the effect of number of layers or the thickness of the mould 
the hardness of the cast aluminium alloy products. 
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1.5 Scopes 
 
 
For this thesis work, couple of scopes are defined to achieve the objectives of the  
project and are shown as below: 
 
 
a) Material to be investigated is LM25 (Al-Si-Mg) alloy. 
 
b) A fixed pouring temperature of 660°C. 
 
c) Steady-state heat transfer analysis to evaluate the k value. 
 
d) Mould materials with fine stucco system for 5, 7, 9, 11 layers are studied. 
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1.6 Methodology 
 
 
The methodologies of this thesis work are shown as follow: 
 
  
1) Construct the mould material with fine stucco for 5, 7, 9, 11 layers.  
 
2) Pour molten metal at 660 °C.  
 
3) Temperature of the inner and outer wall of the mould material is measured 
and recorded until the temperature reached the steady-state condition. 
 
4) Estimate the thermal conductivity (k value) of the mould materials by using 
Finite Element analysis, using the temperature of the inner and outer 
surfaces, at steady state.  
 
5) Perform the hardness test and inspect the microstructure of the casting 
product.   
 
 9
CHAPTER II 
 
 
 
 
LITERATURE REVIEW 
 
 
 
 
2.1      Investment Casting 
 
 
            Investment casting is well known variously by the terms lost wax, lost pattern, 
hot investment and precision or cire-perdue (French – literally, wax – lost). Investment 
denotes the mechanical manner of obtaining a mould rather than the material used. It is 
the process of completely investing a three – dimensional pattern in all of its dimensions 
to produce a one piece destructible mould into which molten metal will be poured. This 
process uses a pattern of an expendable material, such as wax or polystyrene. Investment 
casting gives high standard of dimensional accuracy, surface finish, complex geometry 
and design flexibility without the necessity of extensive machining or other fabrication/ 
finishing work required to provide a usable end item. The general expendable processes 
maybe summarized as follows: (1) Construction of a die containing an impression of the 
expandable patterns, (2) Production and assembly of expendable patterns, (3) Investment 
of the patterns to form a one piece refractory mould, (4) Pattern elimination and high 
temperature firing, (5) Casting and finishing [3].   
 
 
 10
2.2       Procedures for Investment Casting 
 
 
            There are two types of process for the investment casting depends on the desired 
mould type. 
 
 
 
 
2.2.1 Moulds 
 
 
a) Block moulds: 
 
 
            Metal die is used to produce the pattern. In this process an expendable pattern of 
wax, plastic, tin or frozen mercury is used. The pattern (pattern, if several castings are to 
be made at once) is prepared by attaching suitable gates and risers, and assembly or tree, 
is place inside a container, usually a stainless-steel cylinder open at each end. 
 
 
             The slurry of suitable binder plus alumina, silica gypsium, zirconium silicate or 
mixtures of these and other refractories are then poured into a container surrounding the 
pattern. The container is vibrated in the whole pouring process to remove air bubbles. 
After the refractory has taken an initial set, the container is placed in an oven at low 
heat, the refractory becomes harder and as the temperature of the furnace is raised 
steadily the pattern either melts and flow from the mould, or volatilizes if made of a 
plastic such as polystyrene. 
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            The mould now contains a cavity in the identical form of the original pattern, the 
temperature is raised to 600 to 1000°C and molten metal is poured into the hot mould. 
Any alloy that can be melted is amenable to investment casting by adapting refractory 
and mould temperature to the requirements of the metal being poured [1]. 
 
 
b) Shell mould: 
 
 
            In a new technique, refractory costs are minimized by forming only a thin shell 
of the refractory around the pattern: This is accomplished by dipping the wax assembly 
or tree into a ceramic slurry followed immediately by a coating (stucco) of dry grain. 
(The composition of the slurry and refractory grain is selected primarily based upon the 
alloys cast).The coated assembly is then allowed to dry in a controlled environment. The 
dip, stucco and dry are repeated until a shell of sufficient thickness has been formed.  
 
 
            When the shell is complete, it is necessary to remove the wax invested within. 
This is accomplished by either placing the shell into a steam autoclave or directly into a 
preheated furnace. To minimize shell cracks from wax expansion, it absolutely 
necessary to reach de-wax temperature in a very few seconds. As the wax melts it exits 
the shell through the runner or sprue system of the assembly. After dewax, the shells can 
be stored in an uncontrolled environment until scheduled to cast. 
 
 
            Prior to casting the shell is fired primarily to develop the fired strength of the 
ceramic (green or unfired shells have insufficient strength to contain the metal), and 
secondarily to remove any traces of the wax. After proper firing, the shells are removed 
from the furnace and immediately cast unsupported. The metal enters the shell through 
the runner or sprue system, which must be of proper design to prevent metallurgical 
defects due to improper gating.  
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2.2.2 Dies 
 
 
The die contains an accurate impression and shape of the casting and is used to 
form the expendable patterns. Dies can be manufactured either in strong alloys such as 
steel and Duralumin or in softer fusible alloys, while epoxy resins or vulcanized rubber 
are suitable where accuracy and permanence are less important. Plaster or ‘stone’ dies 
can be used for short life purposes. Steel dies are most satisfactory for long production 
runs and are machined from the solid by die sinking and assembly in the tool room: this 
technique gives the highest standard of accuracy [5]. 
 
 
Dies in fusible alloys are formed by casting and require the preliminary 
production of a master pattern or metal replica of the final casting. This master pattern 
requires an allowance for subsequent contractions of pattern and metal, partly offset by 
expansion of the mould: the net allowance used may be up to 2 %. The master is 
embedded to a selected joint line in plaster of Paris and the fusible alloy cast directly 
against the combined surface after drying [5]. 
 
 
For the production of a small number of patterns and where wax is not injected at 
very high pressure (not higher than 20 kg/cm²), low melting point alloys, such as tin-
bismuth alloy (Cerro-alloy) and zinc alloy, which can be quickly melted and used in as-
cast form without any finishing, are most suitable. Silicon-rubber dies are also used for 
small quantities and intricate shapes [2]. 
Many dies can be produced in two sections but more complex designs require 
multiple construction and loose segments to enable the pattern to be extracted by 
dismantling. Gates for injection of the pattern material are usually machined separately. 
During production die faces are coated with a parting agent or lubricant, for example a 
silicone based fluid, to assist pattern extraction [3].  
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2.2.3  Patterns 
 
 
The most common pattern material in the investment casting is wax, the term 
‘lost wax’ being widely used to describe this version of the process. Wax patterns are 
excellent for the investment casting process. The materials generally used are blends of 
several types of waxes and other additives, which act as polymerizing agents and 
stabilizers. The waxes commonly chosen are paraffin wax, carnauba wax, shellac wax, 
ceracin wax, and microcrystalline wax [2].  
 
 
The properties desired in a good wax pattern include [4]: 
 
a) Low ash content (up to 0.05 %, this pattern waxes are compound of strength,   
    contraction characteristic  and dimensional stability).  
b) Resistance to the primary coat material used for investment. 
c) High tensile strength and hardness so that it can retain its shape while being machine  
    and investing. 
d) Good wettability.  
e) Resistance to oxidation, this makes the waxes can be reused for many times.  
f) Low shrinkage so that the cast products with high accuracy in the dimension can be  
    produced.  
g) It should have be adhesiveness (weldability) so that the different components part    
     pattern can be joined together to form a complex pattern. 
h) Solubility in specific solvents. 
 i) Resistance to chemical action when binders are used in the investment process.  
 j) It should be chemically resistant to primary cast and to other binders used in the   
     preparation of investment mould. 
k) It should be strong and hard, when solid. 
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 The materials usually melt within the range 55-90 °C. Since reproducible 
contraction values are essential a single blend of waxes is normally maintained; 
operating temperatures too must be closely controlled because of the high coefficient of 
expansion of the pattern material [5]. 
 
 
 Pattern can be produced by gravity pouring by hand operated injection gun, or by 
the use of low pressure injection equipment, most quantity production is based on 
automatic injection machines offering close control of temperature, pressure and speed 
of injection. Pressure ranging up to about 2.8 MN/m²; enable the wax to be injected at 
lower temperatures, in the pasty rather than the fully molten state. Pressure is maintained 
for a short and constant dwell time after injection to counteract the high solidification 
shrinkage and provide better strength. This prevents surface sinks and loss of accuracy 
[5]. 
 
 
 As the patterns are generally small in size, a number of pattern are welded (two 
ends to be joined by a hot spatula are heated and pressed lightly together) to a common 
runner or sprue through in-gates. The whole assembly of patterns complete with runner, 
sprue, etc., which is often termed as “tree”, is then invested to prepare the investment 
mould [2]. 
   
Below are some blends of waxes commonly used in investment casting [5]: 
 
? Paraffin wax 50% and stearine 50% - suitable for small, relatively complex 
castings as the mixture has low softening temperature low strength and large 
shrinkage. 
? Paraffin wax 60%, Carnauba wax 25%, Cerasin wax 10% and bees wax 5% - 
suitable for small sized, thin-walled patterns. 
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? Paraffin wax 30%, Carnauba wax 30%, Cerasin wax 10%, bee wax 10% and 
dammar resin 10% - suitable for thin-walled, medium to large size casting 
requiring close dimensions. 
? Cerasin wax 20%, resin 20% and polystyrene 30% - suitable for the production o 
thin-walled and large sized castings requiring tight dimensions and enhanced 
surface finish but has low fluidity. 
 
 
 Besides the wax, there are also several types of pattern materials used as 
alternatives in the investment casting. These materials have their own characteristic. 
Polystyrene, RTV (Room Temperature Vulcanizing), Mercury and some low-melting-
point metallic alloys are some of the alternative materials. 
 
 
 Polystyrene of the thermoplastic has been developed as expendable pattern 
materials. Such patterns are less fragile than wax and can be handled more readily 
without deterioration. A further advantage is the lower coefficient of expansion, pattern 
dimensions being consequently less sensitive to temperature variation. It is also less 
expensive compare to the wax pattern [5].  
 
 
 Polystyrene also tend to become soft and subsequently gasify on heating, the 
most common is polystyrene foam. This material is available in different densities in 
foamed (expanded) form. It can be easily shaped, machined and fabricated by gluing to 
form the pattern Polystyrene behaves as a viscous liquid in the temperature range 200-
350°C and required higher injection pressures than those used for wax, up to about 140 
MN/m² being normal. Polystyrene patterns are eliminated during high temperature firing 
of the mould. Preliminary drying is carried out below 70 °C to avoid mould cracking 
associated with a sudden expansion encountered in polystyrene at approximately 82 °C 
[2]. 
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 Polyurethane foam too has been used like polystyrene but to a much smaller 
extent. Urethane elastomers are applied on a limited scale for forming dies for 
investment casting. This material has low thermal conductivity, high strength and no 
shrinkage. Certain types of rubber, such as silicon rubber, are favoured for forming 
intricate types of dies for investment casting. This material is available in two parts, 
binder and hardener. When the two parts, originally in liquid form, are mixed together, 
pour over a master pattern of into a die, and cured, a solid shape is produced [2]. 
 
 
 RTV (Room Temperature Vulcanizing) – is often used for the construction of 
flexible moulds. A catalyst is mixed with liquid rubber and in a few hours vulcanizing 
takes place at room temperature. RTV offers an easily castable mould material with 
nonsticking properties and excellent duplication of detail. It is flexible enough to allow it 
to be stripped from shapes that will not draw [7]. 
 
 
 The bubbles from the mix before and after pouring can only be removed by using 
a vacuum chamber. A salvaged automobile air-conditioner compressor can become a 
suitable inexpensive vacuum pump. After curing, the RTV mould can be removed from 
the flask and stripped from the pattern. An irregular incision roughly following the 
parting line will help provide a match when the RTV mould is closed and reinstalled in 
the jacket [8]. 
 
 
A further version of precision investment casting is the Mercast process, in 
which the expendable patterns are produced by casting liquid mercury into the die, 
which have been cooled to -56°C or even lower, and allowing the mercury to solidify. 
Exposure to a temperature below -39 °C produces a solid pattern which is high density 
and good wetting properties, gives faithful reproduction of the die surface [7]. Besides, 
the pattern provides highest dimensional accuracy because the pattern material does not 
expand or shrink during change of state from liquid to solid and vice versa. When the 
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investment is brought out at room temperature, the mercury melts by itself and is drained 
and the moulds are then fired and poured. No injection equipment is required as mercury 
is merely poured by gravity [2].  
 
 
The Mercast process face some problems while producing the shell mould 
because the need to maintain the dip slurry under refrigeration. This can be achieved by 
using the low freezing point media [7]. The main drawbacks are the expansive 
equipment required for creating low temperature conditions, the high cost of mercury 
itself, its handling problems, and its poisonous nature [2]. 
 
 
 
 
2.2.4 Investment  
 
 
Investment castings moulds are of two types – block moulds and shell moulds. 
Thus, 
there are two methods of investment to form the moulds – solid investment (block 
moulds) and shell investment (shell moulds). The process was originally developed 
using block moulds, produced by slip casting a grog or slurry into a container 
surrounding the patterns, followed by consolidation and pattern removal. But, there has 
been increasing use of ceramic shell moulds produced by alternate dip coating of the 
pattern assembly in refractory slip and stucco finishing with coarse or fine particles. 
Drying and pattern elimination leaves a permeable shell using only a fraction of the 
materials required for a block mould. Besides the lower material costs the shell process 
lends itself more readily to mass production because of the shorter drying times and the 
possibilities for dip automation [6]. 
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 In solid investment, a primary coat (pre-coating) of binder mixed with fine 
refractory, such as silica flour and zircon flour, is applied to the pattern which is then 
placed, complete with gating in a metal flask and is surrounded by refractory slurry. The 
method is speedy but a large quantity of expansive ceramic materials is necessary for 
preparing the slurry. The pre-coating is not essential for non-ferrous metals. The binder 
used in preparing the primary coat and investment slurry is ethyl silicate. The following 
shows the chemical reaction gives rise to the formation of silica gel in a hydrolyzed 
solution of water, which imparts a permanent siliceous bond [2]: 
 
( )452 HOCSi    +                                  +     OH 24 OHHC 524 ( )4OHSi
               (Ethyl silicate)        (Water)                      (Ethyl alcohol)      (Silicic acid) 
 
 As water is insoluble in ethyl silicate, methylated spirit is used as a mutual 
solvent. Dilute 10% HCl also serves as a catalyst. Hydrolysis is catalyzed and the 
solution held stable by the presence of a small amount of hydrochloric acid, permanent 
gelation can then be induced by further addition of water and by neutralizing with an 
alkali to pH > 3. Close control of the pH value in the range 3-6 enables gelation to be 
timed to suit production requirements [5]. Silicic acid produced by the foregoing 
reaction gets converted, when heated during the firing stage, into silica gel, which is 
hard, strong, and permeable mass. This process can also be accelerated in the investment 
by addition of an alkali or by keeping the investment in an ammonia chamber [2]. 
 
 
 Other bonding materials that have been used are (i) Colloidal silica, (ii) Sodium 
silicate, (iii) A mixture of ethyl silicate and sodium silicate, (iv) Phosphate-bonded 
materials such as gypsum phosphate, ammonium dehydrogenate phosphate, mono-
ammonium phosphate, and mono-magnesium phosphate [2]. In these compounds the 
bond is developed in aqueous solution without the need for organic solvents. Phosphate 
bonding, for example, can be represented as follow [5]: 
 
OHPOMgNHPOHNHMgO 244424 +=+    
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 In sodium silicate, bonding is brought about by treatment with dilute acids, 
resulting in a siliceous bond similar to that developed in the carbon dioxide process. 
 
 
 For production of castings in highly reactive metals and alloys interest has been 
shown in the development of binders free from silica and phosphorus. The objective is to 
form a refractory oxide bond by dissociation of a suitable salt in reactions analogous to 
the formation of silica from the silicate binders. This system is based on treatment of 
aluminium nitrate to form a colloidal aqueous solution of aluminium hydroxide. Setting 
is affected by treatment with magnesia or ammonia and decomposition on firing 
produces alumina. Using this binder in conjunction with a corundum base, a highly 
refractory all-alumina mould can be produced [5].  
 
 
 To form a block mould the main investment is poured as a thick suspension into 
a container surrounding the inverted pattern assembly. The mould is then vibrated to 
accelerate settling of the solids and to eliminate air bubbles. In some cases, air is 
exhausted by vacuum treatment applied to the mixed grog or to the mould container or 
both. For consolidation of silicate bonded block moulds, excess liquid which separates 
on settling of the solids needs to be removed, first by decanting and subsequently by 
evaporation and drying. Moulds are normally held for 12-27 hours before pattern 
removal and firing. 
 
 
 In the shell investment process, after applying a pre-coating as in the case of 
solid investment, the pattern assembly is alternately dipped in a coating slurry and 
stucco with granulated refractory, either by sprinkling or by immersion in a fluidized 
bed. The grain size of refractory particles varies from 20 to 100 meshes. A fine grain 
size is used for the initial coat is air-dried before applying the next coat. Refractory 
grains of high refractoriness, such as zircon, are better suited for high melting points 
metals, like steels and alloy steel [2].  
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The shell is built up in successive layers to a total thickness of up to 5mm, each 
layer being allowed to set initially before application of the next. This intermediate 
setting may require up to 2 hours but can be accelerated chemically by exposure to 
ammonia gas or force drying in an air current. The completed investment is air dried for 
20-150 minutes before pattern removal and firing [5]. 
 
 
 Whether producing block or ceramic shell moulds, the pattern assembly is 
usually given a preliminary dip or spray coating containing a fine (<200 mesh) 
suspension of refractory particles in bonding solution. This governs the finish on the 
casting and enables cheaper grog to be used in the main investment. The primary coating 
is air dried before application of the main investment but may first be stuccoed with 
granular material to act as a key and prevent local spilling. The dried assembly may be 
given a waterproof coating to avoid dissolution in the investment medium. In certain 
cases the primary coating is used to produce finer and more reproducible microstructures 
in the castings. 
 
 
 
 
2.2.5 Stucco System 
 
 
Fused silica, zircon flour, siliminite flour are used as refractory materials for pre-
coat and backup coat slurries. Stuccoing these pre-coat and backup coats is carried out 
using coarser refractory materials such as zircon sand, kyanite sand and high alumina 
sand.  
 
 
The investment casting process uses moulds from refractory materials which 
completely surrounded a wax pattern which then melted out or burned out without 
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leaving any residue. The thickness is made up alternate strata of 6 to 8 mm. This 
thickness is made up of alternate strata of fine and coarse refractory aggregates. The 
required thickness of the coating cannot be obtained in a single coating. 
 
 
The function of the primary coating is to serve as an interface between the main 
body of the investment and smooth surface of the pattern. Thus, the surface finish of the 
coating depends on the quality of the primary coating. While the primary coating still 
wet, coarse or fine refractory particles are applied on to it as stucco. The purpose of the 
stucco is to minimize the drying stresses in the coatings by presenting a number of stress 
concentration centers which distribute and hence lower the magnitude of drying stresses. 
The second main purpose of the stucco is to present a rough surface thus facilitating a 
mechanical bond between the primary and the secondary investment [6]. 
 
 
Rounded grain shape is recommended for primary stucco as it influences the 
surface finish of the mould wall. Good surface finish, smoother yield and capability to 
sustain good film thickness can be acquired by using the rounded grains. A satisfactory 
distribution of grain sizes the value of degree of uniformity is usually between 60 to 
70%. The specific gravity of the aggregates governs the mould weight as well as the 
coverage power of the slurry. The advisable surface area of the fine aggregates varies 
from 1616.9 to 5067.1cm²/gm [6]. 
 
 
The refractory for coarser aggregates may be rounded or angular or sub-angular 
in shape. Rounded grains are preferred to other shape because they possess more contact 
area, good packing characteristics and uniform backup for primary coat. Finer and well-
rounded grains of the primary stucco will show the effects of the primary slurry. A 
satisfactory distribution for stucco sands varies from 0.15 mm to 0.830 mm. The degree 
of uniformity is in the range of 70 to 90%. The criteria of the selection for the primary 
stucco sands are permeability, strength, cost and availability [6]. 
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According to Bidwell, the most commonly used refractory aggregates are the 
following [6]:  
 
(1) Silica , (2) Alumina( 2SiO ) ( )32OAl , (3) Chromic oxide ( )32OCr , (4) Magnesia ( )MgO , 
(5) Zircon ( , (6) Calsines China Clay (42-44% Alumina),  )
)
2ZrSiO
(7) Siliminite (42-44% Alumina), (8) Mullite( 232 2. SiOOAl ( )232 2.3 SiOOAl  (56-79% 
Alumina), (9) Fire Clay Grog. 
 
 
The following show some examples of the fine and coarse aggregates [6]: 
 
Fine aggregate:    (1) Zircon flour, (2) Siliminite, (3) Fuses silica grade Fw, (4) Fused   
                                   silica grade Fp. 
 
Coarse aggregate: (1) Zircon, (2) Kyanite, (3) Bauxite, (4) High Alumina.  
 
 
 
 
2.2.6 Dewaxing and Mould Firing 
 
 
After the initial setting and air drying of the mould, the next stage is pattern 
elimination or ‘dewaxing’ and then pre-heating. Pre-heating is done to remove all 
residues of wax or plastic or other pattern materials. The actually time and temperature 
cycle fir dewaxing and pre-heating depends on the type of binder and refractory 
materials used, the metal composition and the method of investment [2].  
 
 
The early drying stage has been emphasized because it is a critical stage to avoid 
cracking of the investment. A further factor in cracking is expansion of the pattern on 
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heating, especially in the case if thin walled ceramic shell moulds. For the block mould, 
the method of dewaxing is to heat the mould to a temperature slightly above the melting 
point of the wax, which is allowed the wax to be drained out. The residue is volatilized 
and burn out during further heating to the firing temperature. 
 
 
For shell mould, there is one technique to drain the wax out, called flash 
dewaxing, in which the temperature is raised rapidly to approximately 1000°C by 
placing the cold assembly directly into the furnace. Under these conditions a steep 
temperature gradient produces superficial melting of the wax before it undergoes 
appreciable expansion. In this technique, dewaxing and firing are completed in a single 
operation of about 2 hours [5]. 
 
 
Besides, there is another way to dewax the shell mould. It can be achieved by 
using steam pressure at lower temperatures. By using this technique, shell moulds can be 
dewaxed without cracking. The steam pressure is developed and dewaxing completed in 
a few minutes with high wax recovery, thus can reduce the cost on wax. Thermal shock 
is much less than in high temperature burnout.  
 
 
There is a further method on dewaxing by using trichloroethylene solvent in a 
vapour degreasing installation. Other techniques include support of the ceramic shell in 
hot refractory granules so as to maintain the mould under compression during the critical 
stage of heating to the dewaxing temperature [5].  
 
 
In the Mercast process, the danger and possibility of shell cracking is diminished 
because of the lower volume expansion of mercury. Melt out of the pattern assembly is 
assisted by a jet of liquid mercury directed against the sprue.  
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Firing of moulds other than plasters based moulds is normally completed at 
temperatures around 1000°C. Firing of the moulds brings about final dehydration and 
full development of dry strength, elimination of organic material and preheats the mould 
to the casting temperature. Preheat the mould will facilitate metal flow and reproduction 
of mould detail. For the mould with less refractory plaster investments which is used to 
cast non-ferrous alloys are fired at lower temperatures in the range 550-650°C, and 
higher temperatures during the firing is avoided because the binder partly decomposes 
above 650°C. Ignition of the wax is also avoided so that volatilization prevents 
carbonaceous residues [5]. 
 
 
 
 
2.2.7 Casting / Pouring 
 
 
Besides the simplest method by using hands in pouring the molten metal into the 
mould, there are several others techniques can be used to achieve the same goal. These 
techniques included using air pressure, vacuum (suck the air from the mould), gravity 
cast and centrifugally cast. 
 
 
Gravity casting is frequently used for ceramic shell moulds, because the shell 
moulds provide high permeability. Pressure casting is widely used with Merrick furnace, 
in which a single charge of metal is melted by indirect carbon arc, after which the heated 
mould is inverted and clamped over the furnace outlet. The compressed air at a pressure 
of up to about 70kN/m² is admitted above the metal [5]. 
 
 
There is one technique where metal is displaced upwards into the inverted 
mould. This can be done by pressure exerted on the surface of an enclosed bath. In the 
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U.S.A, Chandly and Lamb have introduced a casting process called C.L.A process 
which is similar to this system. In this process, the procedures are [2]: (i) place the 
ceramic shell mould upside down in a closed chamber, (ii) submerging the sprue portion 
of the mould, protruding out of the chamber, in a molten metal bath, (iii) creating a 
vacuum in the chamber using the vacuum pump to suck the molten metal into the mould, 
this can make sure the mould is fully filled by the molten metal, (iv) release the vacuum 
when the casting is solidified, this step will release most of the molten metal in the sprue 
to return to the bath.  
 
 
Mould filling is achieved fast and it can be precisely controlled. There is 
practically no turbulence and castings as thin as 0.3mm have been easily produced in 
this process. Castings also free from dross and inclusions. Casting yield as high as 
90.92% can be achieved and rejection can be largely eliminated. Since no ladle is 
employed for transporting the molten metal, much less superheating of the metal is 
required and lower casting temperatures are possible, enabling fine as-cast structure of 
the metal [2]. 
 
 
Centrifugal casting is usually carried out on vertical axis machines with 
provision for clamping mould assembly to the turntable. Very small moulds such as 
those used in dental casting are cast on special machines rotating about either a 
horizontal or a vertical axis. These provide for melting small charges which are then 
centrifuged directly from the crucible into the mould [5]. 
 
 
To cast the high temperature alloys, vacuum melting and casting are increasingly 
used. This is because casting under vacuum not only improves metallurgical quality but 
facilitates the running of thin sections by eliminating back pressure of air. Ceramic shell 
moulds can be cast cold if it given rapid pouring. By using the vacuum cast, some 
installation incorporate vacuum locks through which preheated moulds can be 
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successively loaded into the vacuum chamber, without pumping down from atmospheric 
pressure during each cycle [5]. Thus, save a lot of time and energy on each cycle. The 
basic steps in the investment casting are illustrated in Figure 2.1. 
 
 
Pattern Assembly Investing Stuccoing g
Firing Pouring Knockout Finishing 
 
Figure 2.1 Steps in the investment casting process [8].
 
 
 
 
2.3 General Investment Casting Procedures for Shell Mould 
 
 
1) Form the desire patterns by using wax or plastic. 
2) Patterns are gated to the center sprue and this is also called assem
3) Investing or dip the pattern clusters in the ceramic slurry. 
4) Sift refractory grain onto coated pattern and this process is calleDewaxin Inspection 
 
bly. 
d stuccoing. 
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5) Repeat steps 3 and 4 until the desired thickness is achieved. 
6) Dewaxing or melt patterns out from the moulds. 
7) Firing or pre-heating of the moulds. 
8) Pour the hot moulds with molten metal. 
9) Break the mould material away from the castings. 
10) Finishing. 
   
 
 
 
2.4 Application of Investment Casting 
 
 
Applications for investment castings exist in most manufacturing industries. The 
largest applications are in the aircraft and aerospace industries, especially turbine blades 
and vanes cast in cobalt and nickel-base superalloys as well as structural components 
cast in superalloys, titanium and 17-4-PH stainless steel. A partial list of the applications 
for investment casting is given as below:  
 
? Dentistry and dental tools 
? Electrical equipments 
? Electronics, radar 
? Guns and small armaments 
? Hand tools 
? Jewelry 
? Machine tools 
? Materials handling equipments 
? Metalworking equipments 
? Oil well drilling and auxiliary equipments 
? Aircraft engines, air frames, fuel systems 
? Agriculture equipments 
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? Baling and strapping equipment 
? Cameras 
? Communications 
? Optical equipments 
? Packaging equipments 
? Pneumatic and hydraulic systems 
? Prosthetic appliances 
? Pumps 
? Sports gear and recreational equipments 
? Stationary turbines 
? Textile equipments 
? Transportation, diesel engines 
? Valves 
? Aerospace, missiles, ground support systems 
? Automotive 
? Bicycles and motorcycles 
? Computers and data processing 
? Construction equipment 
 
 
Piston engines used in older aircraft and on some small general aviation planes 
also benefited from investment casting. Investment casting is used in the production of 
these engines particularly for the same reason it is used in the gas turbine engines. 
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2.5     Advantages and Disadvantages of Investment Casting 
 
 
Since the investment casting process is widely in use to manufacture the products 
in many fields like aerospace, automobile, communication and so on. Thus, this process 
surely has it own advantages. But in contrast, there are also disadvantages in this 
process. Some advantages and disadvantages are listed below. 
 
 
 
 
2.5.1 Advantages of Investment Casting 
 
 
? In general, investment casting produces high accuracy and fine surface finish. 
Tolerances close to ± 0.1mm can be achieved on small components [2]. 
? Extremely smooth surfaces are easily produced in investment-cast parts. 
? The surface finish around 1-5 microns (Ra value, IS: 3073-1967) are possible to 
be achieved. Thus, investment casting makes possible the elimination of most 
machining operation including thread cutting and gear-tooth forming. 
? This process generally provides for an increased yield [7]. 
? Investment casting is adaptable to more complex and smaller designs in both 
limited and production lots [7]. 
? Investment casting is adaptable to all metallic alloys. 
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2.5.2 Disadvantages of Investment Casting 
 
 
? The limitation of size and weight by physical and economic considerations 
render the process best applicable to castings weighing from a few grams to 5 kg. 
Thus, the large objects are impractical owing to equipment-size limits [7]. 
? Precise control is required at all stages of production. Special equipment is 
required for preparing patterns making investment, etc. for efficient use of the 
process [7]. 
? The raw materials, special tooling, equipment, and technology required are 
expensive. 
? There is a slower production cycle that makes the process less applicable where 
the smooth surfaces and fine details are not essential [2]. 
 
 
 
 
2.6     Non-ferrous Alloys 
 
 
Metals are designated as either ferrous or nonferrous. Iron and steel are ferrous 
metals, and any metal other than iron or steel is called nonferrous. Nonferrous metals 
such as gold, silver, copper and tin were in use hundreds of years before the smelting of 
iron; yet some nonferrous metals have appeared relatively recently in common industrial 
use. For example, aluminium was first commercially extracted from ore in 1886 by the 
Hall-Heroult process, and titanium is a space-age metal that has been produced in 
commercial quantities only since World War II. Cadmium, chromium, cobalt, brass, 
bronze, lead, magnesium, manganese, nickel and zinc are some examples for nonferrous. 
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2.7 Aluminium 
 
 
Aluminium is white (or white-gray if the surface is oxidized) and can have any 
surface finish from dull to shiny and polished. Aluminium has a density  (or weight) of 
2700kg/m³ as compared to 7800kg/m³ for steel, and pure aluminium has a melting point 
of 660°C. Aluminium alloys have a specific gravity of 2.55 to 2.77. Table 2.1 shows the 
general properties of aluminium [10]. The outstanding characteristics of aluminium and 
its alloys are their strength-weight ratio, their resistance to corrosion and their high 
thermal and electrical conductivity; they are non toxic and can be wrought and cast by 
all conventional, and a few less usual, methods and can be profitably recycled. 
 
 
Table 2.1 Properties of aluminium [13]. 
Property Value 
Density 2.7 g/cm³ 
Melting point 660°C (1220°F) 
Tensile strength 10000 – 80000 psi 
Yield strength 5000 – 68000 psi 
Modulus of elasticity 10.6 ×10  psi 6
Maximum percent elongation 14 – 15% 
Poisson’s ratio 0.33 
Electricity resistivity 3 ×  10  Ω/cm  6− 3
Thermal conductivity 130 Btu/hr/ft²/°F 
Coefficient of thermal 
expansion 
13 ×  10  in./in./°F 6−
Heat capacity 0.23 Btu/ib/°F 
Tensile strength/density 100000 – 800000in. 
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2.7.1 Classification of Aluminium 
 
 
There are several numerical systems used to identify aluminium, such as federal 
specifications, military specifications, the American Society for Testing & Materials 
(ASTM) specifications, and the Society of Automotive Engineers (SAE) specifications. 
The system most used by manufacturers, is one that was adopted by the Aluminium 
Association in 1954 [11]. 
 
 
Table 2.2 Designation of wrought aluminium alloys [11]. 
Code Number Major Alloying Element 
1xxx    None 
2xxx    Copper 
3xxx    Manganese 
4xxx    Silicon 
5xxx    Magnesium 
6xxx    Magnesium and silicon 
7xxx    Zinc 
8xxx    Other elements 
9xxx    Unused (not yet assigned) 
 
 
From Table 2.2, the first digit of a number in the aluminium alloy series indicates 
the alloy type. The second digit, represented by an x in the table, indicates any 
modifications that were made to the original alloy. The last two digits identify either the 
specific alloy or aluminium impurity. For an example, an aluminium alloy number 5056 
is an aluminium-silicon alloy, where the first 5 represents the silicon, the second digit 
represents modifications to the alloy, and the last 5 and 6 are numbers of a similar 
aluminium alloy of an older marking system.        
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Aluminium and its alloys are produced as castings or as wrought (cold-worked) 
shapes such as sheets, bars and tubing. Some of the aluminium alloys can not be heat-
treated. Thus they can only be hardened by cold working. These temper (hardness) 
designations are made by a letter that follows by the four-digit alloy series number. 
 
- F  As fabricated. No special control over strain hardening or temper designation is 
noted. 
- O    Annealed, recrystallized wrought products only. Softest temper. 
- H Strain hardened, wrought products only. Strength is increased by work hardening. 
 
 
 The letter ‘H’ is always followed by two or more digits. The first digit, 1, 2 or 3, 
denotes the final degree of strain hardening. 
 
- H1 Strain hardened only. 
- H2 Strain hardened and partially annealed. 
- H3 Strain hardened and stabilized. 
 
 The second digit denotes higher strength tempers. 
 
2 ¼ hard 
4 ½ hard 
6  ¾ hard 
8 Full hard 
9 Extra hard 
 
 For example, 5056-H18 is an aluminium-magnesium alloy, strain hardened to a 
full hard temper. 
 
 For the heat-treatable aluminium alloys, the letter ‘T’ follows the four-digit series 
number. Numbers 2 to 10 follow this letter to indicate the sequence of treatment. 
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- T2 Annealed (cast products only). 
-T3 Solution heat treated and cold worked. 
-T4 Solution heat treated but naturally aged. 
-T5 Artificially aged only. 
-T6  Solution heat treated and artificially aged. 
-T7 Solution heat treated and stabilized. 
-T8 Solution heat treated, cold worked, and artificially aged. 
-T9 Solution heat treated artificially aged, and cold worked. 
-T10 Artificially aged and then cold worked. 
 
 For example, 2024-T6 is an aluminium-copper alloy, solution heat treated and 
artificially aged.  
 
 The Aluminium Association designation system attempts alloys family recognition 
by the following scheme [10]: 
 
? 1xx.x: Controlled unalloyed compositions 
? 2xx.x: Aluminium alloys containing copper as the major alloying element 
? 3xx.x: Aluminium-silicon alloys also containing magnesium and/or copper 
? 4xx.x: Binary aluminium-silicon alloys 
? 5xx.x: aluminium alloys containing magnesium as the major alloying element 
? 6xx.x: Currently unused 
? 7xx.x: Aluminium alloys containing zinc as the major alloying element, usually 
also containing additions of either copper, magnesium, chromium, manganese, or 
combination of these elements 
? 8xx.x: Aluminium alloys containing tin as the major alloying element 
? 9xx.x: Currently unused 
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2.8     Aluminium-Silicon Alloys 
 
 
Aluminium casting alloys must contain, in addition to strengthening elements, 
sufficient amounts of eutectic-forming elements (usually silicon) in order to have 
adequate fluidity to feed the shrinkage that occurs in all castings processes. These 
required amounts of eutectic formers depend in part on casting process. The range of 
cooling rates characteristic of the casting process being used controls to some extent the 
distribution of alloying and impurity elements [9]. 
 
 
Most aluminium foundry alloys can be cast by all processes, and choice of casting 
technique usually is controlled by factors other than alloy composition. A large number 
of aluminium alloys has been developed for casting, but most of them are varieties of six 
basic types: aliminium-copper, aluminium-copper-silicon, aluminium-silicon, 
aluminium-magnesium, aluminium-zinc-magnesium and aluminium-tin alloys [9]. 
 
 
Aluminium-silicon alloys that do not contain copper additions are used when good 
castability and good corrosion resistance are needed. If high strength is also needed, 
magnesium additions make these alloys heat treatable. Alloys with silicon contents as 
low as 2% have been used for casting, but silicon content usually is between 5 and 13%.  
A portion of the equilibrium diagram is shown in Figure 2.2. An eutectic is formed at 
approximately 11.7% silicon, and below this amount the structure consists of primary 
aluminium plus eutectic while above it is composed of eutectic with amounts of free 
silicon according to the percentage present [10]. 
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Figure 2.2 Phase diagram of Al-Si alloys. 
  
 
 
 
2.8.1 Modification of Aluminium-Silicon Alloys 
 
 
Strength and ductility of the aluminium alloys, especially the ones with higher 
silicon, can be substantially improved by “modification”. This can be effectively 
achieved through the addition of a controlled amount of sodium or strontium, which 
refines the silicon eutectic. Calcium, antimony and phosphorus additions are also used. 
These additional elements to hypoeutectic aluminium-silicon alloys results in a finer 
lamellar or fibrous eutectic network [9]. Various degrees of eutectic modification are 
shown in Figure 2.3. 
 
 
The reason for low mechanical properties in unmodified Al-Si alloys is caused by 
the existence of coarse silicon plates that act as internal stress raisers in the 
microstructure and create more paths for fracture. With modification, the structure 
becomes finer and the silicon more rounded, both of which contribute to higher values of 
ultimate tensile strength and greatly increased the value of ductility.  
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has 
resp
mod
   
Figure 2.3 Varying degrees of aluminium-silicon eutectic modification ranging 
from unmodified (A) to well modified (F) [8]. 
 
The results of modification by strontium, sodium and calcium are similar. Sodium 
been shown to be the superior modifier, followed by strontium and calcium, 
ectively. Each of these elements is mutually compatible so that combinations of 
ification additions can be made without adverse effects. 
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Very low sodium concentrations (~0.001%) are required for effective 
modification. More typically, additions are made to obtain sodium content in the melt of 
0.005 to 0.015%. A much wider range of strontium concentrations are in use. A range of 
0.0015 to 0.050% is standard industry practice. Normally, good modification is 
achievable in the range in the range of 0.008 to 0.015% Sr. To be effective in 
modification, antimony must be alloyed to approximately 0.06%. In practice, antimony 
is employed in the much higher range of 0.10 to 0.50% [8]. 
 
 
It has been well established that phosphorus interferes with the modification 
mechanism. Phosphorus reacts with the sodium and probably with strontium and 
calcium to form phosphates that nullify the intended modification additions. It is 
therefore desirable to use low-phosphorus metal when modification is a process 
objective and to make larger modifier additions to compensate for phosphorus-related 
losses. Primary producers may control phosphorus contents in smelting and processing 
to provide less than 5 ppm of phosphorus in alloyed ingot.  
 
 
Typically, modified structures display somewhat higher tensile properties and 
appreciably improved ductility when compared to similar but unmodified structures. 
Figure 2.4 illustrates the desirable effects on mechanical properties that can be achieved 
by modification.                                    
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2.8.2 Grain Refinement of Aluminiu
 
 
All aluminium alloys can be ma
the use of suitable grain-refining additio
master alloys of titanium or of titanium 
refiners generally contain from 3 to 10 %Grain size, mm
 
erties of as-cast A356 alloy as a function of 
n and grain size. [9] 
 
 
 
 
m-Silicon Alloys 
de to solidify with a fine grain structure through 
ns. The most widely used grain refiners are 
and boron, in aluminium. Aluminium-titanium 
 Ti. The same range of titanium concentrations 
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is used in Al-Ti-B refiners with boron contents from 0.2 to 1% and titanium-to-boron 
ratios ranging from about 5 to 50. Although grain refiners of these types can be 
considered conventional hardeners or master alloys, they differ from master alloys added 
to the melt for alloying purpose alone. To be effective, grain refiners must introduce 
controlled, predictable and operative quantities of aluminides (and borides) in the correct 
form, size and distribution for grain nucleation. 
 
 
Additions of titanium in the form of master alloys to aluminium casting 
compositions normally result in significantly finer grain structure. The period of 
effectiveness following grain-refiner addition and the potency of grain-refining action 
are enhanced by the presence of TiB2. 
 
 
The role of boride in enhancing grain refinement effectiveness and extending its 
useful duration is observed in both casting and wrought alloys, forming the basis for its 
use. However, when the boride is present in the form of large, agglomerated particles, it 
assumes the character of a highly objectionable inclusion with especially damaging 
effects in machining. Particle agglomeration is found in master alloys of poor quality or 
it may occur as a result of long quiescent holding periods. 
 
 
A finer grain size promotes improved casting soundness by minimizing 
shrinkage, hot cracking and hydrogen porosity. The advantages of effective grain 
refinement are: 
 
? Improved feeding characteristics 
? Increased tear resistance 
? Improved mechanical properties 
? Increased pressure tightness 
? Improved response to thermal treatment 
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? Improved appearance following chemical, electrochemical and mechanical 
finishing 
 
 
The coarse columnar grain structure (Figure 2.5 a) is less resistant to cracking 
during solidification and post solidification cooling than the well-refined grain structure 
of the same alloy shown in Figure 2.5 (b). This is because reduced resistance to tension 
force at elevated temperature may be expected as a result of increased sensitivity to 
grain-boundary formations in coarse-grain structures.  
 
 
 
(a) (b) 
Figure 2.5 As-cast Al-7Si ingots showing the effects of grain refinement. (a) No grain 
refiner. (b) Grained refined. 
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CHAPTER III 
 
 
 
 
EXPERIMENTAL PROCEDURES 
 
 
 
 
3.1 Mould Preparation and Casting  
 
 
Mould with the desire shape need to be formed before casting. The procedures of 
the mould making and the casting is describes in the following sections.  
 
 
 
 
3.1.1  Production of the Patterns 
 
 
To produce the patterns, PVC pipes with 9cm height and 5.8cm in diameter have 
been used as the dies. The wax patterns used for preparation of investment casting 
moulds consist of a mixture of 70% paraffin wax and 30% bees wax. 
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First of all, the die was placed on a brick. The wax is then heated up to 80°C 
which is slightly above the melting point of the wax by using an electrical resistance 
heater inside a small container. The molten wax is then poured into the die. After that, 
the patterns are left to cool in room temperature for an approximately 1 hour. This is to 
ensure that the wax is completely solidified. After that, the pattern is removed from the 
brick and the die.  
 
 
All the patterns were sand blasted to make the patterns’ surface stick able to the 
investment slurry. Figure 3.1 and Figure 3.2 show one of the patterns before and after 
sand blast.  
 
 
 
Figure 3.1: Cylinder-shaped pattern 
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Figure 3.2: Pattern after sand blasted. 
 
 
 
 
3.1.2 Mixture of the Slurry 
 
 
The slurry is being mixed by using the zircon sand and colloidal silica as the  
binder. Zircon sand is famous of its dimensional stability, less effect of mould metal 
reaction and good rheology property. While the colloidal silica is chosen as the binder 
because it is water based material and does no emit harmful gases during dewaxing and 
pouring stage. 
 
 
 The first stage in mixing the slurry is to add the zircon slowly into a container 
that is contains 1000ml of colloidal silica. The mixture is being stirred by using the 
mixer which is operating at 30 rpm. The zircon is added until the desired viscosity of the 
slurry is obtained. Figure 3.3 shows the mixture of the slurry being stirred by the mixer. 
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Figure 3.3 The mixture of the slurry 
 
 
 
 
3.1.3 Mould Making 
 
 
When the slurry is ready, the pattern is dipped into the slurry. Just after the 
dipping, the pattern is then coated with the refractory material by sprinkling the 
refractory on the dipped pattern. This process is called stuccoing. Figure 3.4 shows the 
stucco system for 5 layers. The refractory material used to form the stucco system is 
Mollochite, and the grade of the Mollochite used is fine. 
 
 
 The pattern is then left to dry in the room temperature for about two hours. This 
is to ensure that the mould is completely dry before the next dipping process. The 
dipping and stuccoing process is repeated until the desired layers of the mould are 
achieved. The desired layers are 5, 7, 9 and 11 layers. Figure 3.5 shows the mould with 
5 layers. When the last coat is applied, the moulds are then let to dry in room 
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temperature for bout 16 to 48 hours. This is to ensure that the mould is completely dry to 
reduce or avoid cracking of the mould during dewaxing. 
 
 
 
Figure 3.4 Stucco systems for the mould with 5 layers 
 
 
 
Figure 3.5 Mould with 5 layers 
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A hole is then drilled by hands around the center of the moulds. The hole about 6 
mm in diameter is drilled before dewax is used to insert the thermocouple’s probe in 
order to measure the inner wall temperature during the pouring stage.  
 
 
 The last stage before the metal pouring process is dewaxing. The dewaxing 
temperature is about 200°C to 300°C. And the dewaxing time is about an hour. This is a 
critical stage in the mould making procedures because the wax will expand during 
melting and there is possibility of the moulds to crack. This is follow by the mould firing 
to remove all the wax residues inside the moulds. The mould firing temperature for this 
experiment is around 400°C.   
 
 
 
 
3.1.4 Casting  
 
 
 After all, the moulds are ready for pouring. In this experiment, thermocouple is 
used to obtain the inner and outer wall temperature of the moulds. Thus, before pouring, 
one of the thermocouple probes is inserts into the hole drilled before dewaxing, and one 
more thermocouple probe is attached to the outer wall of the mould.  
 
 
 The last stage is to pour the melting metal into the mould. The non-ferrous metal 
use for the casting is aluminium LM-25. The metal is melted in an induction furnace, 
and the pouring temperature is 660°C. Once the metal filled into the mould, the 
temperature is recorded for each 2 minutes for the first 40 minutes, and is then recorded 
for each 5 minutes. The whole process takes 3 hours. 
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3.2 Calibration of Thermocouple  
 
 
Calibration is done to make sure the thermocouple can provide the correct and 
precise measurement. 
 
 
To accomplish the calibration of the thermocouple, first of all, water is boiled in 
a container. This is followed by inserted the thermocouple’s wires and a lab 
thermometer into that container with boiled water. The water in the container is then left 
to cool naturally in room temperature. The temperature is recorded whenever the 
calibration data was changed until it fell to about 50°C. The temperatures obtained are 
shown in Table 3.1.   
 
 
Table 3.1 Recorded temperature. 
Channel Temperature (°C) 
1 99 96 92 87 81 76 71 66 61 56 50 
2 99 97 93 87 82 77 72 66 61 56 51 
3 99 97 92 87 83 77 72 67 61 57 52 
4 100 97 92 87 83 78 73 68 62 57 51 
5 100 97 93 87 83 78 73 68 62 57 51 
6 100 97 93 87 83 78 71 68 62 57 51 
Temperature (°C) Thermometer 
100 95 90 85 80 75 70 65 60 55 50 
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Calibration on Channel 1
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Figure 3.6 Temperature correction graph for channel 1.  
 
 
Calibration on Channel 2
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Figure 3.7 Temperature correction graph for channel 2. 
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Calibration on Channel 3
y = 0.98x + 3.2273
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Figure 3.8 Temperature correction graph for channel 3. 
 
 
Calibration on Channel 4
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Figure 3.9 Temperature correction graph for channel 4. 
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Calibration on Channel 5
y = 0.9927x + 2.7273
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Figure 3.10 Temperature correction graph for channel 5. 
 
 
Calibration on Channel 6
y = 0.9964x + 2.2727
-20
0
20
40
60
80
100
-20 -10 0 10 20 30 40 50 60 70 80 90 100 110
Thermometer(°C)
Th
er
m
oc
ou
pl
e 
(°
C
)
1 Linear (1)
 
Figure 3.11 Temperature correction graph for channel 6. 
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From the graphs temperatures of the thermocouple versus temperatures of the 
thermometer, the curve is a straight line and almost cross the origin. Thus, the 
thermocouple is said to function correctly and precisely. For channel 3, if the 
temperature of the thermometer is 40°C, the temperature measured by the thermocouple 
is to be 42.4273°C, since the function of the graph is  
 
y (thermocouple) = 0.98 x (thermometer) +3.2273. 
 
 
 The temperatures measured by the other channels can be calculated according to 
the function for each graph. 
 
 
 
 
3.3 Microstructure Observation and Vickers Hardness Test 
 
 
The cast aluminium is then sent to undergo Vickers hardness test and the 
microstructure of the aluminium is observed. In order to view the microstructure of the 
cast aluminium, metallographic specimen of the cast metal had to be prepared. Vickers 
Hardness test is conducted on the same specimens after the microstructure of the 
specimens is observed. The steps to produce specimen is described as follows.  
 
 
 A piece of the aluminium is cut from the cylinder shape cast material by using 
the bend saw, the sawing method used is cold sawing. 
 
 
 Before starting the grinding process, the specimens are mounted in a plastic 
medium. This is done by putting the specimen in the BUEHLER SIMPLEMET 1000 
AUTOMATIC MOUNTING MAHCHINE follows by adding the phenolic hot mounting 
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resin which is black in color into the machine and start the mounting process. The 
process takes about 15 minutes. Specimens are embedded in epoxy to facilitate their 
handling and to improve the results from the preparation. Figure 3.12 shows the 
mounting equipment. 
 
 
To view the microstructure, the surface of the specimen must be in minimum 
damage. Thus, the surface is grinded and polished to achieve this goal. This is done by 
grinding the specimen surface on the paper of abrasive compounds. The starting grade of 
the paper is 600 and follows by 800, 1000 and 4000 (the higher the grade, the smaller 
the abrasive compound). The specimens are turned though 90° before shift to the paper 
with higher grade.  
 
 
 
Figure 3.12 The mounting equipment 
 
   
             The following step is to polish the specimens, it is done on a rotating disc with 
cotton cloth followed by slevyt cloth. The slevyt cloth is used together with a suspension 
solution consists of SiO2 particles to provide a presentable results without etching. The 
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polishing proposes is to remove all the deformation and the scratches from the 
specimens. Table 3.2 shows some examples of the polishing cloth. All the specimens 
are soaked into a chemical solution before the microstructure inspection; the example of 
the solution is the Keller Solution which consists of hydrofluoric acid. This step is to 
differentiate clearly the boundary and the microstructure of the specimens before 
analysis is carried out.  
 
 
After the specimens are prepared, observation of the microstructure is done by 
using the image analyzer system, as shown in Figure 3.13. And the Vickers Hardness 
Test is performed using the tester as shown in Figure 3.14.   
 
 
Table 3.2 Examples of polishing cloths and their application 
Polishing Cloths Application 
DP – Net A very hard, woven steel cloth for fine diamond grinding and pre-
polishing of hard materials. 
DP – Dur A hard, woven, silk cloth for diamond pre-polishing. 
DP – Mol A medium hard, woven, wool cloth for diamond polishing. 
DP – Nap A soft, short-napped cloth for final diamond polishing. 
OP – Nap A soft, short-napped cloth for final oxide polishing. 
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Figure 3.13 Image analyzer system 
 
 
 
Figure 3.14 Vickers Hardness Tester
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CHAPTER IV 
 
 
 
 
FINITE ELEMENT SIMULATION PROCEDURES 
 
 
 
 
4.1 Introduction 
 
 
Finite element simulation is performed to estimate the thermal conductivity (k 
value) of the investment casting mould material by using trial and error. A finite element 
model was built to represent the whole investment casting mould. In this case, the inner 
and outer surface temperature of the investment casting mould material is considered to 
be equal for the whole mould material during the metal pouring was being conducted 
until the temperature reached the steady-state condition. Thus, the finite element model 
of the mould material was created, using a plane-strain assumption. Due to the 
geometrical symmetry, only a quarter section of the actual geometry was considered. 
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4.2 The Finite Element Technique 
 
 
 The finite element analysis was carried out as followed: 
 
1) A finite element model is first created by drawing the plan view of the 
investment casting mould. As mentioned, only a quarter section of the 
actual geometry was considered. This is shown in Figure 4.1 by using the 
5 layers mould material as the example. 
 
 
 
 
mmro 4.36=
Y 
X 
mmri 29=
Figure 4.1: Geometry of the Model. 
 
 
2) The line geometry was then converted into ruled surface. 
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3) The ruled surface just created is converted into 200 quadrilateral (QUAD 
4) elements. This is shows in Figure 4.2.    
 
 
4) Boundary conditions are applied on the model. Inner surface steady-state 
temperature of the mould material obtained during the pouring stage is 
applied on the nodes along the curve representing the inner surface of the 
mould.  
 
 
 
Y 
X 
Quadrilateral 
(QUAD 4)      
 element 
Figure 4.2 Model after converted into quadrilateral element 
 
 
5) Another boundary condition is applied at the edges of the outer surface of 
the model as convection with the convection coefficient as 10 W/m K 
and the room temperature as 25°C. Figure 4.3 shows all the loads and 
boundary conditions of the finite element model. 
2
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Figure 4.3 Load and boundary condition of the finite e
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9) The temperature of the nodes at the outer surface is then compared to the 
temperature of the outer surface obtained from experiment. If the 
different of both the temperature for the nodes and the outer surface is 
obvious, the analysis is repeated by using others guess value of the 
thermal conductivity, k. The guess k value is assumed as the 
approximately k value of the mould material once the temperature for the 
nodes is equal or almost equal to the temperature for the outer surface 
obtained from the experiment.  
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CHAPTER V 
 
 
 
 
RESULT AND DISCUSSION 
 
 
 
 
5.1 Temperature Plot from the Casting Results 
 
 
The temperatures of the inner and outer wall of the mould materials obtained 
from the casting process are plotted in the graph form. Figure 5.1 to Figure 5.4 show 
the graphs with temperature versus time for 4 mould materials with different wall 
thickness. 
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Temperature Vs Time For 5 Layers
0
100
200
300
400
500
600
700
0 20 40 60 80 100 120 140 160 180
Time (s)
Te
m
pe
ra
tu
re
 (D
eg
 C
)
Inner Temperature Outer Temperature  
Steady-state 
Figure 5.1 Temperatures versus time for 5 layers 
 
 
 From the graph of the Figure 5.1, the slope of the inner wall temperature drops 
rapidly within the first 2 minutes. The temperature remains flat for the following 4 
minutes, this is due to the solidification of the cast metal. After that, the temperature 
starts dropping until it reached the steady-state condition at the 180 minutes. For the 
outer wall, temperature increased rapidly after pouring due to the sudden heat transfer 
from the inner wall. After 6 minutes, until it reached the maximum temperature of 
310°C, the temperature of the outer wall begins to drop and reached the steady-state 
condition after 180 minutes. 
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Tempearture Vs Time For 7 Layers
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Figure 5.2 Temperatures versus time for 7 layers 
 
 
  Figure 5.2 shows the cooling process of the mould recorded for 180 minutes 
until the steady-state condition is achieved. From the graph, the temperature of the inner 
wall dropped rapidly after the pouring at the 660°C for the first 2 minutes. This is 
followed by the slowly drop of temperature between the 4 and 6 minutes. The 
temperature started to drop again gradually until it reached the steady-state condition. 
The outer temperature increased rapidly once the molten metal is pour into the mould 
material for the first 6 minutes, and is then dropped gradually until the steady-state 
condition is achieved. 
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Temperature Vs Time For 9 Layer
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Figure 5.3 Temperatures versus time for 9 layers 
 
 
 As shown in the graph of Figure 5.3, after pouring at 660°C the temperature of 
the outer wall increased rapidly for the first 10 minutes. Then temperature is dropped 
gradually until it reached the steady-state condition at the 180 minutes. For the 
temperature of the inner, it dropped rapidly at the first 2 minutes and remained flat for 2 
minutes. This is due to the solidification of the cast metal. After that, the temperature 
dropped gradually until the steady-state condition is achieved.  
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Temperature Vs Time For 11 Layer 
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Figure 5.4 Temperatures versus time for 11 layers 
 
 
 Figure 5.4 shows the graph of the cooling process of the mould material with 11 
layers after pouring at 660°C. The inner wall temperature dropped rapidly after pouring 
and the cast metal is solidified. The outer wall temperature increased rapidly in the early 
stage of the pouring process and dropped gradually until it reached the steady-state 
condition at 180 minutes. 
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5.2 Finite Element Simulation Results 
 
 
The finite element analysis gives the thermal conductivity, k value for the mould 
material with fine stucco system. Besides that, the finite element simulation also gives 
the temperature distribution through the mould wall at the steady-state heat transfer 
condition. The finite element simulation results are shown in Figure 5.5 to Figure 5.8. 
 
 
 Temperature (°C) 
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Figure 5.5 Temperature distributions for 5 layers 
 
 
The thickness for the 5 layers mould material is 7.41mm. The inner wall 
temperature used as the boundary condition is 39°C which is obtained from the 
experiment. And the outer wall temperature obtained from the experiment is 36°C.  
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 Temperature (°C) 
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Figure 5.6 Temperature distributions for 7 layers 
 
 
The thickness for the 7 layers mould material is 9.1mm. The inner wall 
temperature used as the boundary condition is 42°C which is obtained from the 
experiment. And the outer wall temperature obtained from the experiment is 38°C.  
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 Temperature (°C) 
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Figure 5.7 Temperature distributions for 9 layers 
 
 
The mould material with 9 layers has thickness of 11.12mm. The inner wall 
temperature used as the boundary condition is 41°C which is obtained from the 
experiment. And the outer wall temperature is 36°C.  
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 Temperature (°C) 
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Figure 5.8 Temperature distributions for 11 layers 
 
 
The mould material with 11 layers has thickness of 14.1mm. The inner wall 
temperature used as the boundary condition is 42°C which is obtained from the 
experiment. And the outer wall temperature from the experiment is 36°C.  
 
 
The thermal conductivity, k value for the mould material with the different 
thickness is summarized in the Table 5.1.      
 
 
From the finite element analysis, the thermal conductivity, k for the different 
thickness is able to be estimated. From the Table 5.1, the k value is different with the 
different mould wall thickness. However, the values of the k are close. This is because of 
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the mould was established by the same material and stucco system. Since the mould 
materials are same, thus the k value should be the same, but it is difficult to construct the 
mould using the exact viscosity and the investment shell building process can not be 
fully controlled. Air gap between layers may form during dipping and stuccoing which 
will affect the heat transfer rate of the mould materials. Besides, the pouring temperature 
is also not consistent.  
 
 
Table 5.1 The thermal conductivity, k for different mould wall thickness 
Thickness 5 layers 7 layers 9 layers 11 layers 
Thermal 
conductivity, k 
(W/mK) 
0.303 0.338 0.286 0.313 
 
 
 
 
5.3 Microstructure Observation 
 
 
 To achieve the goal of the thesis work, the mechanical properties of the cast 
products are need to be evaluated. Thus, the microstructures of the cast products are 
observed.  
 
 
 By using the image analyzer system, the microstructure of the cast products can 
be seen. Besides, the percentage of the silicon flakes can also be determined. 
 
  
 For the cast product from the mould material with 5 layers, the microstructure of 
the cast metal is shown in Figure 5.9. Figure 5.10 shows the silicon flakes highlighted 
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in red contrast to the aluminium which is in light blue. The percentage of the silicon 
flakes is 18.4% and is shown in Figure 5.11.  
 
Silicon Flakes 
Figure 5.9 Microstructure for the cast product of 5 layers mould material (100X 
magnification)   
 
 
 
Figure 5.10 Silicon flakes in red for 5 layers cast product (100X magnification) 
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Figure 5.11 Percentages of the silicon flakes for 5 layers cast product  
 
 
For 7 layers mould material, the microstructure of the cast metal is shown in 
Figure 5.12. Figure 5.13 shows the silicon flakes highlighted in red. The percentage of 
the silicon flakes is 17.61% and is shown in Figure 5.14. 
 
 
 73
 
Silicon Flakes 
Figure 5.12 Microstructure for the cast product of 7 layers mould material (100X 
magnification) 
 
 
 
Figure 5.13 Silicon flakes in red for 7 layers cast product (100X magnification) 
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Figure 5.14 Percentages of the silicon flakes for 7 layers cast products 
 
 
For 9 layers mould material, the microstructure of the cast metal is shown in 
Figure 5.15. Silicon flakes highlighted in red is shown in Figure 5.16. The percentage 
of the silicon flakes is 16.26% and is shown in Figure 5.17. 
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Silicon Flakes 
 
Figure 5.15 Microstructure for the cast product of 9 layers mould material (100X 
magnification) mµ  
 
 
 
 
Figure 5.16 Silicon flakes in red 9 layers cast product (100X magnification) 
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Figure 5.17 Percentages of the silicon flakes for 9 layers cast product 
 
 
Microstructure of the cast metal for 11 layers mould material is shown in Figure 
5.18. Silicon flakes highlighted in red is shown in Figure 5.19. Figure 5.20 shows the 
percentage of the silicon flakes is 15.38%. 
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Silicon Flakes 
 
Figure 5.18 Microstructure for the cast product of 11 layers mo
magnification) 
 
 
Figure 5.19 Silicon flakes in red 11 layers cast product (100
 
  
uld material (100X 
 
X magnification) 
 78
 1 5  
0
10.0
20.0
30.0
40.0
50.0
60.0
70.0
80.0
90.0
Area Fraction, Sample
Bitplane 
pe
rc
en
t
Field Summary
1: Bitplane 1 15.3797 %
5: Bitplane 5 83.6084 %
Fld Area: 43200 µm²
Tot Area: 43200 µm²
Fld Count: 1 ##
 
Figure 5.20 Percentages of the silicon flakes for 11 layers cast product 
 
  
 The data is simplified in the Table 5.2.  
 
 
Table 5.2 Percentage of the silicon flakes in the cast product for different layer 
Thickness Silicon Flakes Area (%) 
  5 layers   18.40 
  7 layers   17.61 
  9 layers   16.26 
  11 layers   15.38 
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5.4 Vickers Hardness Test 
 
 
 The hardness of the cast aluminium alloys are tested by using Vickers Hardness 
Method. The findings are discussed in this section. 
 
 
Load  : 5 kg   Loading speed :  50µ m/s 
Load time : 10s 
 
 
Table 5.3 Results of Vickers Hardness Test for the cast aluminium alloys 
  Specimen 5 layers 7 layers 9 layers 11 layers 
1st reading  (Hv) 50.6 50 45.4 46.7 
2nd reading (Hv) 49.5 49.1 44.1 46.3 
3rd reading (Hv) 50.5 48.8 44.1 47.9 
4th reading (Hv) 48.3 48.1 46 45.1 
5th reading (Hv) 48.4 49.8 47 46.1 
Mean 49.46 49.16 45.32 46.42 
 
 
 The graph Vickers Hardness versus number of layers is plotted and shown in 
Figure 5.21. From the graph, the hardness of the cast products shows a declined with the 
increasing number of layer. This might be caused by the heat transfer rate is higher for 
the mould material with thinner wall, and theoretically the faster the molten metal 
solidified the harder and more brittle the metal will be in the solid stage. However, the 
Vickers hardness for the cast product by using the 9 layers mould material is smaller 
than the Vickers hardness for the product by using 11 layers. This might be cause by the 
cracked on the 11 layers mould material during the pouring stage. As a result, the cast 
product solidified faster.  
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 Vickers Hardness Versus No. of Layer
43
44
45
46
47
48
49
50
5 7 9 11
t (No.of Layer)
Vi
ck
er
s 
H
ar
dn
es
s 
(H
v)
 
Figure 5.21 Graph Vickers Hardness vs. No. of Layer 
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CHAPTER VI 
 
 
 
 
CONCLUSION AND RECOMMENDATION  
 
 
 
 
6.1 Conclusion 
 
 
 In this thesis, the mould materials with the desired mould wall thickness are 
established successfully without crack and defect. The finite element technique is 
capable to be used to estimate the thermal conductivity, k of the mould materials. For a 
pouring temperature of 660°C, it can be concluded that the thermal conductivity, k value 
for all the mould materials is almost the same. This is true because the mould materials 
are formed by using the same slurry and stucco system. The cooling trends of the inner 
and outer wall temperatures are also almost alike for all mould materials and the steady-
state temperatures are not much different.    
 
The microstructure of the cast products is somewhat affected by the number of 
layers of the mould material. The percentage of the silicon flakes for the cast product 
decreased with the increasing mould wall thickness. This is due to the different heat 
transfer rate when the molten metal solidified. The microstructure of the cast products is 
the type of unmodified as shown in the Figure 2.3. The cast products content of coarse 
silicon 
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plates that act as internal stress raisers in the microstructure and thus create more paths 
for fracture.  
 
 
From the results of the Vickers Hardness Test, it shows that the hardness of the 
cast products cast by the mould materials with fewer layers is higher. Thus it can be 
concluded that the hardness of the cast products is quite significantly affected by the 
number of layers of the mould materials. But the different in the Vickers hardness of the 
cast products are not significant. 
 
 
 As the conclusion, the result of this study indicates that for a pouring temperature 
of 660°C, the thermal conductivity, k value of the mould materials is almost the same. 
The Vickers hardness of the cast products show a decrease with the increasing of the 
number of layers of the investment casting shell for fine stucco system. 
 
 
 
 
6.2 Recommendation 
 
 
This thesis work can be repeated by using the different pouring temperature, e.g.  
680°C and 700°C. Then the correlation between the pouring temperature, number of 
layers or thickness of the mould material and the hardness of the casting products can be 
established. Besides, the effects of the slurry’s viscosity to the thermal conductivity, k 
value can also be studied and investigated.   
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APPENDIX    A 
 
 
 
Dimension of the cast 
product 9 cm 
Φ 5.8 cm  
 
 
 
Wax pattern for the 
experiment 
 
 
 
Mold material   (1 layer) 
 
 
 
Mold material   (2 layers) 
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Mold material   (3 layers) 
 
 
 
Mold material   (4 layers) 
 
 
 
Mold material   (5 layers) 
 
 
 
Mold material   (6 layers) 
 
 
 
Mold material   (7 layers) 
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Mold material   (8 layers) 
 
 
 
Mold material   (9 layers) 
 
 
 
Mold material   (10 layers) 
 
 
 
Mold material   (11 layers) 
 
 
 
A hole is drilled to locate the 
thermocouple in order to 
measure the inner wall 
temperature  
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Wax melted out from the 
mold material in the dewaxing 
stage 
 
 
 
Set-up of the mold material 
before pouring the molten 
aluminium alloy 
 
 
 
Mold material with solidified 
aluminium alloy 
 
 
 
Cast aluminium alloy  
 
 
 
Specimens for the 
microstructure observation 
and Vickers Hardness Test 
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APPENDIX  B 
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